
Mounting head 

拆胎鸟头

Pneumatic roller disc for heavy tyres lifting

气动托胎盘提供省力托胎功能

Quick clamping with central positioning function

中心定位功能快速将轮胎固定在卡爪上

Bead roller protects rim from the damage and makes tyre 
changing easier

辅助压胎滚轮保护轮毂不受伤害并使拆装轮胎更轻松

Tilting column design 

后仰倒臂设计

Strong tyre press 

铲胎轻松省力

24" clamping range

24 寸工作盘

OPTIONAL  选配

Assist arm  辅助臂

Features   特点
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Motorcycle 
mounting head

摩托车鸟头

Quick air booster 

快速爆充

Motorcycle clamp 
adapters

摩托车夹具

Leverless 
mounting head

自动翻转鸟头

CAV 1024 Monster  Pro line
Semi-automatic with tilting column
半自动后仰拆胎机
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Specifications  技术参数

Model 型号

Bead breaker force 靠胎铲力

Power supply 电源电压

Motor power 电机功率

Air supply  工作气压

Noise level 噪音

10"-22"

External clamping 

外夹轮毂

12"-24"

Internal clamping  

内撑轮毂

≤ 1040mm(41")

Max.wheel diameter 

轮胎最大轮径

≤ 330mm(13")

Max.wheel width   

轮胎最大宽度

CAV 1024 Monster

2500kg

110v/220v/380v

0.75kW/1.1kW

8-10 bar

<70dB


